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Precio habitualPlease sign in to view the price and availability.




  



(Scroll to see specifications and documents)



  
    # of Ports
  
  
    
          2-ports
        

          4-ports
        


  




          2-ports - $196,250.00 USD
        

          4-ports - $210,250.00 USD
        

0 en stock
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                We recommend purchasing the corresponding Antenna Control System along with the motorized Earth Station, unless you plan to develop the control system yourself. Please note that the Antenna Control System is sold separately at an additional cost.
For Manual Structure Antennas, a control system is not required.
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        	KEY SPECIFICATIONS
      

        	antenna aperture
        	9.0m
      

      
        	band
        	Ku-Band
      

      

        	Product Revision
        	A
      

      
      
    

  

    
      
        	ANTENNA SPECIFICATIONS
      

        	antenna drive mode
        	3-axis motorized structure
      

      
        	antenna type
        	Cassegrain
      

      
        	number of ports
        	2-ports
      

      
        	polarization
        	Linear
      

      
        	Rx axial ratio 2 ports
        	≤1.3 dB
      

      
        	Rx axis ratio
        	≥30 dB
      

      
        	sidelobe
        	≤-14dB; 29 - 25 logθ(1°≤θ＜20°)
      

      
        	Tx axial ratio 2 ports
        	≤1.3 dB
      

      
        	Tx axis ratio
        	≥30 dB
      

      
    

  
 
    
      
        	RF SPECIFICATIONS
      

        	noise temperature elevation 10°
        	63 K
      

      
        	noise temperature elevation 20°
        	51.9 K
      

      
        	noise temperature elevation 50°
        	45 K
      

      
        	port isolation Rx-Tx
        	85 dB
      

      
        	Rx feed insertion loss
        	≤0.3 dB
      

      
        	Rx frequency
        	10.70 ‐ 12.75 GHz
      

      
        	rx gain
        	59.55 @ 12.5GHz
      

      
        	Rx VSWR
        	1.3 : 1
      

      
        	Tx feed insertion loss
        	≤0.3 dB
      

      
        	Tx frequency
        	13.75 ‐ 14.50 GHz
      

      
        	tx gain
        	60.53 @ 14.0GHz
      

      
        	Tx VSWR
        	1.3 : 1
      

      
    

  

    
      
        	ELECTRICAL SPECIFICATIONS
      

        	power capacity
        	2 KW
      

      
    

  

    
      
        	INTERFACE SPECIFICATIONS
      

        	Rx interface
        	WR-75
      

      
        	Tx interface
        	WR-75
      

      
    

  

    
      
        	ENVIRONMENTAL SPECIFICATIONS
      

        	humidity
        	1.0
      

      
        	ice load
        	Icing 13mm: normal work; Icing 25mm: no damage
      

      
        	seismic capacity horizontal
        	0.3 G
      

      
        	seismic capacity vertical
        	0.1 G
      

      
        	temperature operational
        	-30 - 50℃
      

      
        	windspeed operational
        	72 km/h
      

      
        	windspeed survival
        	216 km/h
      

      
    

  

    
      
        	PHYSICAL SPECIFICATIONS
      

        	loading capacity
        	1 set for 40HQ container + 1 set for 20GP container
      

      
        	motion range AZ
        	±75°(Truss type), 5° - 355° continuous(turntable type)
      

      
        	motion range EL
        	5° - 90°
      

      
        	motion range POL
        	±90°
      

      
        	product package volume
        	12 packages, dimension: 73CBM
      

      
        	RMS
        	≤0.4 mm
      

      
        	structure
        	LMC/ FMC
      

      
    

  






    
    

  

    
      
        	KEY SPECIFICATIONS
      

        	antenna aperture
        	9.0m
      

      
        	band
        	Ku-Band
      

      

        	Product Revision
        	A
      

      
      
    

  

    
      
        	ANTENNA SPECIFICATIONS
      

        	antenna drive mode
        	3-axis motorized structure
      

      
        	antenna type
        	Cassegrain
      

      
        	number of ports
        	4-ports
      

      
        	polarization
        	Linear
      

      
        	Rx axial ratio 2 ports
        	≤1.3 dB
      

      
        	Rx axial ratio 4 ports
        	≤0.75 dB
      

      
        	Rx axis ratio
        	≥30 dB
      

      
        	sidelobe
        	≤-14dB; 29 - 25 logθ(1°≤θ＜20°)
      

      
        	Tx axial ratio 2 ports
        	≤1.3 dB
      

      
        	Tx axial ratio 4 ports
        	≤0.75 dB
      

      
        	Tx axis ratio
        	≥30 dB
      

      
    

  
 
    
      
        	RF SPECIFICATIONS
      

        	noise temperature elevation 10°
        	64 K
      

      
        	noise temperature elevation 20°
        	51.9 K
      

      
        	noise temperature elevation 50°
        	45 K
      

      
        	port isolation Rx-Tx
        	85 dB
      

      
        	Rx feed insertion loss
        	≤0.3 dB
      

      
        	Rx frequency
        	10.70 ‐ 12.75 GHz
      

      
        	rx gain
        	59.55 @ 12.5GHz
      

      
        	Rx VSWR
        	1.3 : 1
      

      
        	Tx feed insertion loss
        	≤0.3 dB
      

      
        	Tx frequency
        	13.75 ‐ 14.50 GHz
      

      
        	tx gain
        	60.53 @ 14.0GHz
      

      
        	Tx VSWR
        	1.3 : 1
      

      
    

  

    
      
        	ELECTRICAL SPECIFICATIONS
      

        	power capacity
        	2 KW
      

      
    

  

    
      
        	INTERFACE SPECIFICATIONS
      

        	Rx interface
        	WR-75
      

      
        	Tx interface
        	WR-75
      

      
    

  

    
      
        	ENVIRONMENTAL SPECIFICATIONS
      

        	humidity
        	1.0
      

      
        	ice load
        	Icing 13mm: normal work; Icing 25mm: no damage
      

      
        	seismic capacity horizontal
        	0.3 G
      

      
        	seismic capacity vertical
        	0.1 G
      

      
        	temperature operational
        	-30 - 50℃
      

      
        	windspeed operational
        	72 km/h
      

      
        	windspeed survival
        	216 km/h
      

      
    

  

    
      
        	PHYSICAL SPECIFICATIONS
      

        	loading capacity
        	1 set for 40HQ container + 1 set for 20GP container
      

      
        	motion range AZ
        	±75°(Truss type), 5° - 355° continuous(turntable type)
      

      
        	motion range EL
        	5° - 90°
      

      
        	motion range POL
        	±90°
      

      
        	product package volume
        	12 packages, dimension: 73CBM
      

      
        	RMS
        	≤0.4 mm
      

      
        	structure
        	LMC/ FMC
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              	INFORMATION
            

            
            
            
            
              	HS Code
              	8529109090
            


            
            
            
              	Country of Origin
              	Made in China
            

            
            
            
            
              	Ex Works
              	Hong Kong
            


            
            
            
              	ECCN Number
              	5A991.B
            


            
            
            
              	Warranty
              	1 year
            

         
            
            
            
              	Unit Package Dimensions
              	-
            


            
            
            
              	Unit Package Weight
              	10205 kg
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Estudios de casos y libros blancos
Los expertos internos de Norsat elaboran informes técnicos y profesionales sobre la industria. 


                    LEER MÁS
                  

                          
                            
                          

                        
Videoteca
Vea nuestros videos instructivos para obtener más información sobre terminales satelitales, componentes, ensamblaje y software.


                    VER AHORA
                  

                          
                            
                          

                        
Folletos y manuales de productos
Lea los folletos y manuales de Norsat para obtener más información sobre el conocimiento de los satélites y las inmersiones profundas centradas en el producto.


                    VER MÁS
                  


        

      

    



  

    
      Contáctenos
    

    
      Contáctenos

  


    
      
        	Formulario de contacto
	Preguntas más frecuentes
	Atención al cliente
	Do not sell or share my personal information


      

    

  


      Términos de servicio
    

    
      Términos de servicio

  


    
      
        	Términos y condiciones
	Política de privacidad
	Cumplimiento
	Código de conducta
	Suscríbete al boletín


      

    

  



    
      Copyright © Norsat International Inc. Todos los derechos reservados.
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